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- ECN 00018- REVISED NOTE (1) 1/28/2008 RNK
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RE-DRAWN IN SolidWorks                                                                
ECN 00641- REVISED TB&B                                                                    

ECN 00945- REVISED O.AL. TOLERANCE
11/2/2011 RNK

B ECN 40465- REVISED BOM 7/20/2015 JP

NOTE(s), UNLESS OTHERWISE SPECIFIED.

(1) MARK ASSEMBLY w/ "BELDEN" LOGO, PART NUMBER, REVISION LEVEL (IF ANY), DATE OF MANUFACTURE, & BELDEN JOB No.
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FORM SW-C  5-10

WT (Lbs): 0.655
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DRAWING IS THE SOLE PROPERTY OF
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UJ-HS1000
SCALE: 2:1
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PROPRIETARY AND CONFIDENTIAL
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DRAWN
ALLOY STEEL
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DIMENSIONS ARE IN INCHES [mm]

ANGULAR MACHINED:         1.0
FRACTIONAL:                        .015"
TWO PLACE DECIMAL:        .010"
THREE PLACE DECIMAL:      .005"
FOUR PLACE DECIMAL:     .0005"
CONCENTRICITY:          .0025" T.I.R.

ALL HOLES TO BE LOCATED ON 
CENTERLINE (CL ) WITHIN .005" T.I.R.

INTERPRET GEOMETRIC TOLERANCES 

SEE DETAILS
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